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�� !"#$

�� !"�#

�� !"#$

ADAM-4011
ADAM-4012
ADAM-4013

��
� LED �� 5 � (ADAM-4011D)
� �� !"#$%

�� !"
� �� !" 16 �
� �� ! �� !mV�V � mA
� �� ! �15 mV, �50 mV, �

100 mV, �500 mV, �
1 V, �2.5 V, �20 mA

� �� !"#$%&'

� �� ! 3000 VDC

� �� !"# �
� �� ! 10 �� / �
� �� ! 2 MΩ
� �� 2.62 Hz
� �� � 0.05 %�� !"#
� �� � 3 mV/º C
� �� !" � 25 ppm/º C
� CMR @ 50/60 Hz 150 dB
� NMR @ 50/60 Hz 100 dB

�� !"
� �� 1
�� � 0�1 V�� �1: 3.5~30 V
�� !�0.5 mA�� +5 V �� !" 10 kΩ�

� �� !" �� !"#�50 Hz
�� !"#$%�1
��

�� !"
� �� 2��� !" 30 V�30

mA �� !
� �� ! 300 mW
� �� 1.2 W @ 24 VDC

�� !
� ADAM-4011 �� !"#$
� ADAM-4011D �� !"#$% LED

��

��

�� !"
� �� !" 16 �
� �� ! mV�V � mA
� �� ! �150 mV, �500 mV,

� 1 V, � 5 V, � 10 V
and � 20 mA

� �� ! 3000 VDC

� �� ! 10 �� / �
� �� ! 2 MΩ
� �� 2.62 Hz
� �� � 0.05% �� 
� �� � 6 mV/º C
� �� !" � 25 ppm/º C
� CMR @ 50/60 Hz 150 dB
� NMR @ 50/60 Hz 100 dB

�� !"
� �� 1

�� ! 0�+1 V�� !
�� ! 1�+3.5 V ~
+30 V
�� !�0.5 mA��

+5 V �� !" 10 kΩ�
� �� !" �� !"#�50 Hz

�� !"#$%�1
��

�� !"
� �� 2��� !" 30 V�30

mA �� !
� �� ! 300 mW

�� !"#$%

��
� �� ! ��  10~30 VDC

� �� 1.2 W @ 24 VDC

�� !
� ADAM-4012 �� !"�# -mV�

mA �� !

��

�� !"
� �� !" 16 �
� �� ! Pt�� � Ni�� �

��

� �� !"#$%&'

IEC RTD 100 ��

Pt -100º C � +100º C a = 0.00385
Pt 0º C � +100º C a = 0.00385
Pt 0º C � +200º C a = 0.00385
Pt 0º C � +600º C a = 0.00385
JIS RTD 100 ��

Pt -100º C � +100º C a = 0.003916
Pt 0º C � +100º C a = 0.003916
Pt 0º C � +200º C a = 0.003916
Pt 0º C � +600º C a = 0.003916
Ni RTD

Ni -80º C � +100º C
Ni 0º C � +100º C

� �� ! 3000 VDC

� �� ! 10 �� / �
� �� ! 2 MΩ
� �� 2.62 Hz
� �� !"# 2 ��3 �� 4 ��
� �� � 0.05% �� 
� �� � 3 mV/º C
� �� !" � 25 ppm/º C
� CMR @ 50/60 Hz 150 dB
� NMR @ 50/60 Hz 100 dB

�� !"#$%

��
� �� ! ��  10~30 VDC

� �� 0.7 W @ 24 VDC

�� !
� ADAM-4013 �� !"#$ -RTD

J 0 ~ 760º C R 500 ~1750º C
K 0 ~ 1370º C S 500 ~1750º C
T -100 ~ 400º C B 500 ~1800º C
E 0 ~ 1000º C

ADAM-4011/4011D ADAM-4012 ADAM-4013



�� DA&C ��13-26

�� !ADAM 4000��
�� !

��
� RS-485�2 ���� 

� ���1200, 2400, 4800, 9600, 19200, 38400, 57600, 115200 bps
�ADAM-4080�ADAM-4080D �� ! 38400bps�

� �� !"#�4000 �� (1.2 ��)
� �� !" LED ��
� ASCII �� /�� !
� �� !"#$%&'()

� �� !"#�1 �� �!8 �� �!1 �� �!�� 
� �� !"#$%& 256 �� 
� �� !"#

� RS-485 �� !"#$%&

�� !
� ��  +10 ~ +30 V

DC

� �� !"#

�� !
� �� ABS �� �� !"
� �� !" ���  0.5 mm2  � 2.5 mm2�
�� 1-#12 � 2-#14 ~ #22 AWG

��
� �� ! -10 ~ 70º C (14  ~ 158 ºF)
� EMI �� FCC Class A
� �� ! -25 ~ 85º C (-13 ~185 ºF)
� �� 5 ~ 95%��� 

��

�����


